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Handling and Installation 
Instructions

Model XT-1 Pendent 
Sprinklers

4. INSTALLATION

WARNING!

Installation by insufficiently qualified personnel poses the risk of fatal consequences.
• This sprinkler must be installed properly by qualified personnel familiar with safe practices and applicable and 

recognized design and installation standards issued, for example, by NFPA, FM, VdS, or LPCB, and trained how to 
properly perform the installation procedures. 

WARNING!

Incorrect recessed installation poses the risk of fatal consequences.
• For recessed applications, this sprinkler must be installed according to the dimensions shown in Figure 1. 

CAUTION!

Cutting Hazard.

Sprinklers, accessories, cabinets, and packaging can have sharp edges that can cause cuts.
• Wear appropriate personal protective equipment (gloves) while handling product.

Figure – 1 Installation Dimensions with Viking Escutcheons
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Optional Guards, Shields, and Escutcheons: If the sprinkler shall be installed together with a guard, shield, or 
escutcheon refer to the applicable documents for the products used.

1. Install all required piping in the intended installation location.

2. Verify that the sprinkler model/style, K-factor, temperature rating, and response characteristics are appropriate for 
the intended installation location. See Table 1 and Figure 5.

3. Inspect the sprinkler for damage. Destroy every damaged or compromised sprinkler. 
The following are examples in which sprinklers are considered damaged or compromised. Replace the sprinkler in 
the following cases:

• Sprinkler with a loss of fluid from the glass bulb or damage to the fusible element.
• Sprinklers that have been field painted, caulked, or mechanically damaged.
• Sprinklers showing signs of corrosion.

4. Verify that the sprinkler is protected with the protective cap or clip.

5. Apply a small amount of pipe-joint compound or tape to the external threads of the sprinkler only. Do not allow a 
build-up of compound inside the sprinkler inlet (Figure 2).

Figure – 2

6. If applicable, Install the escutcheon on the sprinkler threads.

7. NOTICE: Do not use the deflector to start threading the sprinkler into a fitting. Use ONLY the approved 
wrench to install the sprinkler. Refer to the sprinkler’s Technical Data Sheet. 

a)  For recessed sprinkler wrench (Figure  3a): Carefully slide the wrench sideways around the protective cap 
and push upwards to engage with the sprinkler wrench flats.

b) For the standard sprinkler wrench (Figure 3b): Carefully slide the wrench onto the sprinkler wrench flats.

Figure – 3
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8. NOTICE: Over-tightening the sprinkler can cause permanent damage. For 1/2" NPT (or 15 mm BSPT) 
sprinkler, tighten up to a maximum torque of 14 ft-lbs (19 Nm). For 3/4" NPT (or 20 mm BSPT) sprinkler, 
tighten up to a maximum of 20 ft-lbs (27,1 Nm). 
Tighten the sprinkler as necessary (Figure 4a and 4b). If applicable, install a sprinkler guard and water shield.

Figure – 4

9. NOTICE: Sprinkler protective caps/clips must be removed from the sprinkler before placing the system in 
service. Test the entire sprinkler system. 
Refer to the applicable system documentation, regulations, and standards to ensure compliance.

Table 1: Sprinkler Markings

Ref Parameter

A Response type

Figure – 5

B Listings and approvals

C Sprinkler type

D Manufacture date

E Nominal temperature rating

F Manufacturer’s Sprinkler Identification Number (SIN)
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5. CONTACT

The sprinkler and accessories are available through Viking distributors only. Contact your local Viking sales office 
which can be found on our website:

Americas and Asia: www.vikinggroupinc.com/locations OR Europe, Middle East, Africa (EMEA):  
www.viking-emea.com/contact

Manufacturer: Importer EU: Asia Pacific (APAC) Main Office:

The Viking Corporation
5150 Beltway SE
Caledonia, MI 49316
Tel.: (800) 968–9501
Fax: 269–818–1680
Technical Services: 1–877–384–5464
techsvcs@vikingcorp.com

Viking S.A.
21, Z.I, Haneboesch
L–4562 Differdange / Niederkorn
Tel.: +352 58 37 37 – 1
Fax: +352 58 37 36
vikinglux@viking–emea.com

The Viking Corporation (Far East) Pte. Ltd.
69 Tuas View Square
Westlink Techpark, Singapore 637621
Tel: (+65) 6 278 4061
Fax: (+65) 6 278 4609
vikingAPAC@vikingcorp.com
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1. PRODUCT IDENTIFICATION

This document covers the following product, hereafter referred to as “sprinkler” 
(SR=Standard Response, QR=Quick Response):

• VK1001 SR Upright Sprinkler K5.6 (80.6)
• VK2001 SR Upright Sprinkler K8.0 (115)
• VK2002 SR Upright Sprinkler K8.0 (115) 
• VK3001 QR Upright Sprinkler K5.6 (80.6)
• VK3501 QR Upright Sprinkler K8.0 (115)
• VK3502 QR Upright Sprinkler K8.0 (115)
• VK1021 SR Pendent Sprinkler K5.6 (80.6)
• VK2021 SR Pendent Sprinkler K8.0 (115)
• VK2022 SR Pendent Sprinkler K8.0 (115) 

• VK3021 QR Pendent Sprinkler K5.6 (80.6)
• VK3521 QR Pendent Sprinkler K8.0 (115)
• VK3522 QR Pendent Sprinkler K8.0 (115)
• VK1181 SR Conventional Sprinkler K5.6 (80.6)
• VK1201 SR Conventional Sprinkler K8.0 (115)
• VK1202 SR Conventional Sprinkler K8.0 (115)
• VK3101 QR Conventional Sprinkler K5.6 (80.6)
• VK3541 QR Conventional Sprinkler K8.0 (115)
• VK3542 QR Conventional Sprinkler K8.0 (115)

WARNING!

Cancer and Reproductive Harm www.P65Warning.ca.gov

2. OTHER APPLICABLE DOCUMENTS

For intended use and relevant conditions for the safe use of the specific sprinkler, refer to the appropriate Technical 
Data Sheet. In case an installed sprinkler needs to be replaced, refer to the appropriate Handling and Installation 
Instructions for the installation of the new sprinkler.

3. MAINTAINING OPERATIONAL READINESS

Functionality

During fire conditions, the operating element fuses or shatters (depending on the type of sprinkler), releasing the pip 
cap and sealing assembly. Water flowing through the sprinkler orifice strikes the sprinkler deflector, forming a uniform 
spray pattern to control or extinguish the fire.

WARNING!

This section contains important safety information. Read and follow all information.

Damaged or Compromised Sprinklers

Damaged or compromised sprinklers will not operate properly which could lead to loss of life.

• NEVER clean, paint, or caulk sprinklers.
• NEVER apply soap, water, ammonia, adhesives, solvents or any other fluids on sprinklers.
• NEVER expose sprinklers to temperatures exceeding the maximum allowed ambient ceiling temperature. See the 

Technical Data Sheet.
• ALWAYS replace a compromised or damaged sprinkler.
• NEVER attempt to repair or reassemble a sprinkler.
• ALWAYS replace operated sprinklers and cover assemblies and sprinklers exposed to corrosive products of 

combustion.
• Replacement of sprinklers must only be performed following the instructions in section 4.

The following are examples in which sprinklers are considered damaged or compromised. Replace the sprinkler in the 
following cases: 

• Sprinkler with a loss of fluid from the glass bulb or damage to the fusible element.
• Sprinklers or cover plate assemblies that have been field painted, caulked, or mechanically damaged.
• Sprinklers showing signs of extraordinary corrosion.
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Obstructions and obstacles

Obstructions and obstacles may compromise sprinkler discharge patterns which are critical for proper fire protection. 

• NEVER attach items to sprinklers or hang items from the ceiling in an area protected with sprinklers.
• NEVER install walls in areas protected with sprinklers without having a specialized company verifying the design of 

the sprinkler system.
• ALWAYS remove obstructions and obstacles to sprinkler spray patterns.

Sprinkler systems that have been subjected to a fire

Sprinkler systems that have been subjected to a fire must be returned to service as soon as possible.

• After an event of fire, the entire sprinkler system must be inspected for damage and repaired as necessary. 
• Refer to the minimum requirements of the Authority Having Jurisdiction for replacement of sprinklers.
• Consider the employment of a fire patrol as long as the sprinkler system is out of service.

Inspections and testing

The owner is responsible for having the sprinklers inspected and tested according to standards of the applicable 
approval body and to the requirements of the Authority Having Jurisdiction to maintain proper operating condition of the 
system.

• Sprinklers must be inspected on a regular basis for corrosion, mechanical damage, obstructions, paint, etc. 
Frequency of inspections may vary due to corrosive atmospheres, water supplies, and activity around the sprinkler. 

The applicable approval body or Authority Having Jurisdiction may require sprinklers to be replaced after a specified 
term of service. 

• Refer to the standards of the applicable approval body, such as NFPA, FM, VdS, or LPCB, and the requirements of 
the Authority Having Jurisdiction for detailed inspection, testing and replacements requirements.

Sprinklers removed from the system for testing or for any other purpose must be replaced according to section 4.

4. REMOVAL AND REPLACEMENT

WARNING!

Removal and replacement of sprinklers by insufficiently qualified personnel poses the risk of fatal consequences in case 
of fire.

• Removal or replacement of sprinklers must be performed by qualified personnel familiar with safe practices and 
applicable and recognized design and installation standards issued, for example, by NFPA, FM, VdS, or LPCB, and 
trained how to properly perform the installation procedures.

WARNING!

Removal and replacement of sprinklers will temporarily eliminate the fire protection capabilities of the sprinkler system.

• Consider the employment of a fire patrol in the affected area.
• Prior to proceeding, notify all Authorities Having Jurisdiction.
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WARNING!

Re-installation of a removed sprinkler may compromise the operational safety of the sprinkler system.

• NEVER reinstall a removed sprinkler.
• ALWAYS use new sprinklers for replacement.

1. Select new sprinklers with identical performance characteristics as well as respective accessories such as 
escutcheons, cover plates, and protective caps. A stocked spare sprinkler cabinet may be provided for this 
purpose on site.

2. According to appropriate system description and/or valve instructions, remove the system from service, drain all 
water, and relieve all pressure on the piping.

3. Only for flush and concealed style sprinklers: Remove the ceiling ring or cover plate assembly of the old sprinkler 
by gently unthreading or pulling it off the sprinkler body (depends on the sprinkler model used).

4. Use the proper sprinkler wrench for the old sprinkler according to its Technical Data Sheet.

5. Only for flush and concealed style sprinklers, but not for domed concealed sprinklers: Replace the plastic 
protective cap over the old sprinkler and fit the wrench over the cap.

6. Use the wrench to remove the old sprinkler by turning it counterclockwise to unthread it from the piping. 

7. Install the new sprinkler by following its Handling and Installation Instructions.

8. Place the system back in service and secure all valves.

9. Check for and repair all leaks.

5. DISPOSAL

At end of use the product described here should be disposed of via the national recycling system.

6. CONTACT

The sprinkler and accessories are available through Viking distributors only. Contact your local Viking sales office 
which can be found on our website:

Americas and Asia: www.vikinggroupinc.com/locations OR Europe, Middle East, Africa (EMEA):  
www.viking-emea.com/contact

Manufacturer: Importer EU: Asia Pacific (APAC) Main Office:

The Viking Corporation
5150 Beltway SE
Caledonia, MI 49316
Tel.: (800) 968–9501
Fax: 269–818–1680
Technical Services: 1–877–384–5464
techsvcs@vikingcorp.com

Viking S.A.
21, Z.I, Haneboesch
L–4562 Differdange / Niederkorn
Tel.: +352 58 37 37 – 1
Fax: +352 58 37 36
vikinglux@viking–emea.com

The Viking Corporation (Far East) Pte. Ltd.
69 Tuas View Square
Westlink Techpark, Singapore 637621
Tel: (+65) 6 278 4061
Fax: (+65) 6 278 4609
vikingAPAC@vikingcorp.com




